Fire Training Center of the Town of Onondaga, Inc.

4999 Back Street. 
Syracuse, New York 13215

Live Fire Evolution Procedure
Live Fire Evolution Procedure



Training Prerequisite
Yes
No

1.  All firefighters performing interior functions during structural 

Fire attack shall have completed firefighter training as prescribed in NFPA 1403, 2-1.2 and 2-1.3.

NUMBER OF EVOLUTIONS
1st Floor Burn Room: ______________
2nd Floor Burn Room: ______________
2nd Floor Chimney Prop: _____________
Attic Spot Burn: _______________



Minimum Water Supply
Yes
No

1.  Attack line:  The minimum acceptable hose line shall be 1.5” 

with a flow of not less than 95 GPM.

Yes
No

2.  Back up line:  The minimum acceptable hose line shall be 1.5”




with a flow of not less than 95 GPM.

Yes
No

3.  Attack lines and back up lines shall be supplied from 

independent pump sources.




Pre-Burn Briefing
Yes
No

1.  All evolutions to be conducted shall be discussed and 

assignments shall be made for all firefighters participating.

Yes
No

2.  All firefighters participating shall be familiar with the interior 

layout of the structure to facilitate evacuation if needed in an emergency.

Spectator safety

Yes
No

1.  All spectators shall be restricted to an observation area outside 

the fire line perimeter.  The observation area and the fire line perimeter shall be clearly marked.

Fuel Materials
Yes
No

1.  Flammable liquids shall be prohibited within the burn building.

2. Acceptable fuel shall be none other than Class A materials.  Burning of materials other than excelsior, wood pallets, straw or hay shall be prohibited!!
Safety
Yes
No

1.  A Safety Officer shall be assigned and briefed of his / her 

Responsibilities.

Yes
No

2.  The Safety Officer shall assure that the fire line perimeter is 

clearly marked and inspect the operations area to assure that no

unsafe areas exist.

Yes
No

3.  The Safety Officer shall assign communication frequencies to 

all participating companies.

Yes
No

4.  The Safety Officer shall inspect the protective equipment, 

clothing and SCBA of all Firefighters and Instructors to ensure that

it is properly worn prior to entrance of the structure.

Yes
No

5.  The Safety Officer shall inspect the interior of the structure to 

verify that only authorized personnel are inside.

Yes
No

6.  The Safety Officer shall ignite the fire upon authorization of the 

Senior Instructor.

Yes
No

7.  The Safety Officer shall ensure that the Burn Room interior 

temperature does not exceed 900 °F.
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